ATTACHMENT 5
September 2008 - Groundwater Sample | nfor mation Sheets



KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

~acility Name: GP KEI Project #: 2829e-001/003
| Sample ILD.:  JLG D Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material @EVC)SS/Teflon)
Inside Diameter, in. (1Q2 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 5.2 ft Duplicate (Duplicate ID: ___ )
Depth to product ft MS/MSD
Depth to water (DTW) 20,45 £ Other
(Conventional sampling> <=0OR=> Micropurge sampling

Height of wafer cofummn Depth of pump placement

(H=TD -DTW) ft (place mid-screen) 32.2 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min

(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia=0.04, 2” dia=0.16, 4” dia = 0.65, 6” dia = 1.47

rfield Test(s) Stability Result Result Result Result Result Result  Result
Performed Range (3min) (6min) (9min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% 37 ¥ 1L

Spec. Cond (pmhos) +/- 3% 1A J038 o040

D.O. (mg/L) +-10%**  ~2H49,8  Sb L 5Y

pH +-0.1 by 1400 19w

ORP (mV) +/-10 mV** ~ 244,84 2497 - 246,77

Turbidity (NTU) +/- 10%%** '

H,S (mg/L)

Fe” (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**QOnly one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons

Sample Date: é? /2 Ity Sample Time: 27: %_Q_ (military time)

Was metals sample filtered prior to preservation?  YES I}@ method: 0.45 pm cartridge / other:
Color of water before filtration: T After filtration: I

Reaction upon addition of preservatives?,  YES ng/) explain,_ — T——w
Appearance of Water: (Clear/Sl{ghtly Tur id/Turbid’Very Turbid)
Well condition: &4 £

Signature: \ \\ /*’“Q Date: ‘7[2?f 0%
NN

o




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

«cility Name: GP KEI Project #: 2829e-001/003
SampleLD.: . /b9 s Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (1Q2 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 2% ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) 20.4% ft Other.
(Conventional sampling> &0OR= Micropurge sampling

Height of water coturm Depth of pump placement

(H=TD-DTW) ft (place mid-screen) 20,7 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mlL/min

(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia=0.04, 2" dia=0.16, 4” dia=0.65, 6” dia=1.47

ield Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3 min) (6 min) (9min) (12min) (15min) (I8 min) (21 min)
Temperature (°C) +/- 3% ook de-ot 1545
Spec. Cond (umhos) +/- 3% Joth (ol /0t8
D.O. (mg/L) +H-10%** B %7 .¥E
pH +/- 0.1 2.9D 7.725 .28
ORP (mV) +/-10mV** ~38s  -32.6 -325
Turbidity (NTU) +/- 10%**
Fe*" (mg/L)

Check stability after three readings and every reading thereafter until achieved.
*#*QOnly one of these parameters must reach stability.

Observations:
Volume of water purged from well: gallons
Sample Date: & / 15/ oY Sample Time: /0 : 20 (military time)

Was metals sample filtered prior to preservation?  YES method: 0.45 um cartridge / other:

Color of water before filtration:___—"  After filtration: ‘

Reaction upon addition of preservatives? ~ YES (gv@ explain;___ TTm———.
Appearance of Water: (Clear/ urbid/Turbi ery Turbid)

\

Well condition:

Date: c?:/; ‘7//’(%

Signature: &’
N




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP

KEI Project #: 2829¢-001/003

| Sample ILD.: €2 D Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 52. 5> ft O {Duplicate ID: (&m\ )
Depth to product ft MS/MSD /
Depth to water (DTW) /.95 i Other
@onventional sampling> &0R= Micropurge sampling
Height of water cotum Depth of pump placement
(H=TD -DTW) ft (place mid-screen) 29.57 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Wellvolume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console #
*Conversion values (gal/ft): 17 dia = 0.04,2” dia=0.16, 4” dia = 0.65, 6” dia = 1.47
ield Test(s) Stability Result Result Result Result Result Result Result
Performed Range (3min) (6min) (9min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/-3% W76 1T teZv
Spec. Cond (pmhos) +/- 3% &32 g2 532
D.O. (mg/L) +/- 10%** 27 £2.7 +26
pH +-01 23~ b AP0
ORP (mV) +/- 10 mV** =8.3 O [ 0.2
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)

Check stability after three readings and every reading
#*QOnly one of these parameters must reach stability.

thereafter until achieved.

Observations:

Volume of water Cpurged from well: gallons

Sample Date: /2h ey Sample Time: /¢ : Y (military time)

Was metals sample filtered prior to preservation? ~ YES @ method: 0.45 pm cartridge / other:
Color of water before filtration: S After filtration: —

Reaction upon addition of prese YES

rvatives?
Appearance of Water: (Clear/ Sli@aﬂrbidﬁurbid/\/ ery Turbid)

Well condition:

Signature:

explain:

%jﬁé’

Date: Q!Z

)

\\6/\0




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

icility Name: GP

KEI Project #: 2829e-001/003

| Sample LD.: (675 Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (1Q2 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 2.8/ ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) /8852 ft Other
(Conventional sampling> <=0R=> Micropurge sampling
Height of wafer column Depth of pump placement
(H=TD - DTW) ft (place mid-screen) /587 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia = 0.04, 2” dia=0.16, 4” dia = 0.65, 6” dia=1.47
ield Test(s) Stability Result Result Result Result Result  Result Result
Performed . Range (3min) (6min) (9min) (12min) (15min) (I8min) (21 min)
Temperature (°C) +/- 3% 1502 (243 ey 17.50
Spec. Cond (pmbhos) +/- 3% 2255 2227 2352 2340
D.O. (mg/L) +- 10%** (20 ‘ST 157 1
pH +/-0.1 4 tto 27 5N
ORP (mV) - 10mV** bl b €2 &2
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)

Check stability after three readings and every reading thereafter until achieved.

**Only one of these parameters must reach stability.

Observations:
Volume of water purged from well:
Sample Date: 4 /25 /07

gallons

Sample Time: ( :0U (military time)

Was metals samy_;le filtered prior to preservation?

e

Color of water before filtration:

Reaction upon addition of preservatives? ~ YES
Appearance of Water: (Clear/ @

Well condition:

After

YES

fijtration:
explain:

method: 0.45 um cartridge / other:

Srovmssaireis

e

rbid/Turbid/Very Turbid)

(

<

Date: ‘?i/f%/ﬁg




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

ccility Name: GP KEI Project #: 2829e-001/003
| Sample ID.:  [S D Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (1Q2 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) .5 fi Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) 1435 f Other
@onventional sampling> <0OR= Micropurge sampling
Height of water coturmT Depth of pump placement
(H=TD-DTW) ft (place mid-screen) &35 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia = 0.04, 2” dia =0.16, 4” dia = 0.65, 6” dia=1.47
ield Test(s) Stability Result Result Result Result  Result  Result Result
Performed Range (3 min) (6min) (9min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% ByL  (38Y (392 146/
Spec. Cond (umhos) +/- 3% $eS~ ¢b5 750 fsx
D.O. (mg/L) +H-10%** S LA o2 3
pH +-0.1 R (A LA
ORP (mV) H-10mV** D =~y ~422 -43.0
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe’" (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**Only one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons

Sample Date: C}" /25 O Sample Time: | [ 2-_6__ (military time)

Was metals sample filtered prior to preservation?  YES @ method: 0.45 um cartridge / other:
Color of water before filtration: - After filtration: T

Reaction upon addition of preservatives? ~ YES I\@ explain;____ "~

Appearance of Water: (Clear/S ightly Turbid/Turbid/Very Turbid)
Well condition:

Signature: X \&\% Date: Q/ z%j35
(] |

¢



KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP KEI Project #: 2829¢-001/003
| Sample ID.:  tbSs Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) (2,6 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) MN.b> ft Other
(Conventional sampling> &0OR=> Micropurge sampling

Height of water colurm Depth of pump placement

(H=TD - DTW) ft (place mid-screen) /e, 6 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min

(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia = 0.04, 2” dia =0.16, 4” dia = 0.65, 6” dia=1.47

ield Test(s) Stability Result Result Result Result  Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (15min) (18min) (21 min)
Temperature (°C) +/-3% ¥4 wis 189 |
Spec. Cond (umbhos) +/- 3% ¥ L33 (3¢
D.O. (mg/L) +-10%** MY 3¢ 1A
pH +/-0.1 1420 1o 1%
ORP (mV) +-10 mV** ~Slg 8t -~595
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe* (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**Qnly one of these parameters must reach stability.

Observations: :

Volume of water purged from well: gallons

Sample Date: / _2/_}?_ AN Sample Time: /! ( : 3¢ (military time)

Was metals sample filtered prior to preservation?  YES @ method: 0.45 um cartridge / other:

Color of water before filtration: ‘ After filtration: I
Reaction upon addition of preservatives? ~ YES explain:____ -
Appearance of Water: (Clear/Slightly T bid/Turbid/Very Turbid)

Well condition:

Signature: X& i \M Date: ‘?/Z%\/Z)K

N




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

wcility Name: GP

KEI Project #: 2829e-001/003

| Sample LD.: /el Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) Yoz fi, Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) .09 Other
@onventional sampling> &0OR=> Micropurge sampling
Height of wafer colurmm Depth of pump placement
(H = TD — DTW) fi (place mid-screen) “c.”> fit
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia=0.04,2” dia=0.16, 4” dia = 0.65, 6 dia=1.47
ield Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% 12.57 £2.57 12,99
Spec. Cond (umhos) +/- 3% ¥ 767 7
D.O. (mg/L) +/-10%** 32 3@ 28
pH +/-0.1 1962 1% 1400
ORP (mV) +-10mV** -~¢a8 sYos -Wsé
Turbidity (NTU) +/- 10%%*
H,S (mg/L)
Fe** (mg/L)

Check stability after three readings and every reading thereafter until achieved.
#*Only one of these parameters must reach stability.

Observations:
Volume of water purged from well:
Sample Date: §/9m/ D ¥

Was metals sample filtered prior to preservatiorﬁ

Color of water before filtration:_____ ~—
Reaction upon addition of preservativ

(&

A S
Appearance of Water: (Clear/Slightly u1b1d/Tu1 ery Turbid)
Well condition:

gallons
Sample Time: /2 : 60 (military time)
YES method' 0.45 um cartridge / other:
After filtration:___ —
explam

VAN N
N



KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

wcility Name: GP KEI Project #: 2829¢-001/003
| Sample LD.: Lk s Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (@SS/Teﬂon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) /4.2 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) 1S,y ft Other
@onventional sampling> «=0OR= Micropurge sampling
Height of wafer cotumm Depth of pump placement
(H=TD -DTW) ft (place mid-screen) /6.2 i
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia=0.04, 2” dia=0.16, 47 dia = 0.65, 6" dia=1.47

ield Test(s) Stability Result Result Result Result Result  Result  Result
Performed Range (3min) (6min) (9min) (12min) (15min) (1 g min) (21 min)
Temperature (°C) +/- 3% (357 1057 )5S
Spec. Cond (umhos) ~ +/-3% y7 s P52
D.O. (mg/L) +/- 10%** 225 27 27
pH +/- 0.1 1406 100 e
ORP (mV) +-10mV** ~53,5 =§5%7 -3Yp
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe’ (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**QOnly one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons

Sample Date: 9 /2% /0% Sample Time: /Z : 20 _(military time)

Was metals sample filtered prior to preservation?  YES @ method: 0.45 um cartridge / other:
Color of water before filtration: —  After filtration: I

Reaction upon addition of preservatives? ~ YES I\@ explain: —

Appearance of Water: (Clear/ S\@j Turbid/Turbid/Very Turbid)
Well condition:

Signature: X K\ /\/fg Date: ‘T/fr/w
( N—




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP KEI Project #: 2829e-001/003

| Sample ID.: /%7 ar ‘ Well Location:

Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite

Stick up or stick down height ft Split Sample
Total depth of well (TD) 29 ft Duplicate (Duplicate ID:
Depth to product ft MS/MSD
Depth to water (DTW) =G W57 Other
@onventional sampling> <=0R=> Micropurge sampling
Height of wafer coturmm Depth of pump placement
(H=TD-DTW) ft (place mid-screen) 2L
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mlL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia=0.04,2” dia=0.16, 4” dia = 0.65, 6” dia = 1.47
ield Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9 min) (12min) (1Smin) (I8 min) (21 min)
Temperature (°C) +/- 3% (1Y AL s (1494
Spec. Cond (pmhos) +/- 3% 3325 33p8 Y27%% 327¥
D.O. (mg/L) +/- 10%** Y S 3 52 Y5
pH +/- 0.1 Y00 (4D (Lo [L02
ORP (mV) H10mVE* <47 -SD G s
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe (mg/L)

Check stability after three readings and every reading thereafter until achieved.
#*Only one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons

Sample Date: 4 /1Y /0¥ Sample Time: £Z : %0 (military time)

Was metals sample filtered prior to preservation?  YES ?@) method 0.45 um cartridge / other:
Color of water before filtration: " After filtration:

Reaction upon addition of preservatives? ~ YES (O explain: "

Appearance of Water: (Clear/ S@y Turbid/Turbid/Very Turbid)
Well condition: é? ot D

Signature: % - i\\&\ /\/’( ,,,,,,, ~ Date: %{/;L }/3%/




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP

KEI Project #: 2829¢-001/003

| Sample ID.: /32 R Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) /9 (5 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) 702 ft Other
(Conventional samplin@ <=0OR=> Micropurge sampling

Height of wafer coturmin Depth of pump placement

(H=TD -DTW) ft (place mid-screen) J6. (S
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min

(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia = 0.04, 2” dia =0.16, 4” dia = 0.65, 67 dia =147

ield Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9 min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% £33 14U (97F 9P
Spec. Cond (pmbhos) +/- 3% 2525 156 255¥ 1557
D.O. (mg/L) +H-10%**  Ls7 2897 30k 5.08
pH +/-0.1 (oo Yoo 00 LU
ORP (mV) H-10mV** /4l 1l LS - iS5
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)

Check stability after three readings and every reading thereafter until achieved.
#*QOnly one of these parameters must reach stability.

Observations:
Volume of water purged from well:
Sample Date: ] /1Y /0¥

Was metals sample filtered prior to preservation?
After filtration:

YES X0

'y Turbid/Turbid/Very Turbid)

Color of water before filtration: al

Reaction upon addition of pres
Appearance of Water: (Cleary
Well condition: Gou *

P
&

ryatives?

gallons
Sample Time: /% .06 (military time)

YES method: 0.45 pm cartridge / other:

P —

npmmer

explain:

\




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP ’ KEI Project #: 2829e-001/003
| Sample 1D..  /¥§ & Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (132 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 24455 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) (.75 ft Other
(Conventional samplin@ &=0OR=> Micropurge sampling
Height of water columi Depth of pump placement .
(H=TD -DTW) ft (place mid-screen) 2055 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV _= gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia=0.04,2” dia=0.16, 4” dia = 0.65, 6” dia=1.47

ield Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9 min) (12min) (15 min) (18 min) (21 min)
Temperature (°C) +/- 3% 52 083 e g2
Spec. Cond (umhos)  +-3% (247 (274G 1YY a4
D.O. (mg/L) +/-10%** 49 S 5D Nz
pH +/- 0.1 oo [jHPo (40D (L0
ORP (mV) +-10mV** <& 4§ 52 -6
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**QOnly one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons

Sample Date: 7’ /2% 1 0¥ Sample Time: 3. _f:’i'{) (military time)

Was metals sample filtered prior to preservation?  YES :O method: 0.45 pm cartridge / other:
Color of water before filtration: — After filtration: N

Reaction upon addition of preser es?  YES explain: e

Appearance of Water: (Clear/ Sl%urbldffurmd/\/ery Turbid)

Well condition: Q D

Y
Signature: \\

S

Date: QZE% !QY




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP

KEI Project #: 2829¢e-001/003

| SampleID.: ¢33k Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (1Q2 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) { é; ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) I ad ft Other
@onventional sampling> «—0OR= Micropurge sampling
Height of wafer coturmin Depth of pump placement q
(H=TD -DTW) ft (place mid-screen) /3 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console ~ #
*Conversion values (gal/ft): 17 dia = 0.04, 2” dia =0.16, 4” dia = 0.65, 6" dia=1.47
ield Test(s) Stability Result Result Result Result  Result  Result Result
Performed Range (3 min) (6min) (9min) (12min) (15 min) (18 min) (21 min)
Temperature (°C) +/- 3% 2277 2047 22457
Spec. Cond (umhos) +/-3% (25 1207 203
D.O. (mg/L) +/- 10%** 33 32 3
pH +/-0.1 oo (19 (Lo®
ORP (mV) +-10mV** ~/2.9 —4:9 =g
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)

Check stability after three readings and every reading
**Qnly one of these parameters must reach stability.

Observations:
Volume of water purged from well: gallons
Sample Date: ‘1 /. *Y / 0y

Was metals sample filtered prior to preservation?
Color of water before filtration:

Reaction upon addition of preservatives? ~ YES

thereafter until achieved.

Sample Time: /3 . v (military time)
YES
>~ After filtration:

method: 0.45 pm cartridge / other:

P

explain:

Appearance of Water: (Clear/ Slig}@id/Turbid/Very Turbid)

Well condition: Ges0)

Signaturezx “

Date: ?; Z%/ﬂﬁ

J




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP

KEI Project #: 2829¢-001/003

| Sample LD.: /52

Well Location:

Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) /§.& ft Duplicate (Duplicate ID:
Depth to product ft MS/MSD
Depth to water (DTW) /3¢5 ft Other
@onventional sampling> =0R=> Micropurge sampling
Height of wafer columin Depth of pump placement
(H=TD-DTW) ft (place mid-screen) /S,
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia=0.04, 2" dia=0.16, 4” dia = 0.65, 67 dia=1.47
ield Test(s) Stability Result Result Result Result  Result  Result Result
Performed Range (3 min) (6min) (9min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +-3%  GSs 52 [9.9Y7
Spec. Cond (pmhos) +/-3% 755 792 794
D.O. (mg/L) +/-10%**  Sdf 23 S.2y
pH +/- 0.1 457  4.53 9.56
ORP (mV) +/-10mV** 22 22,5 234
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**Only one of these parameters must reach stability.

Observations:
Volume of water purged from well:
Sample Date: 4§/ 2% /0%

Was metals sample filtered prior to preservation?
— _ After filtration:

YES KO

Reaction upon addition of preservatives?
Appearance of Water: (Clear@Turbid/Turbid/Very Turbid)

Color of water before filtration:

Well condition: (? 0s D

gallons

Sample Time:
YES

17 .00 (military time)
C method: 0.45 um cartridge / other:
e

e

explain:

Date: Q/?» ’,Fi/i? §

"




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP KEI Project #: 2829¢-001/003
[ Sample 1D.: /7 Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 23,2 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) /0.0 ft Other
@onventional sampling> <0OR= Micropurge sampling
Height of wafet columim Depth of pump placement
(H=TD-DTW) ft (place mid-screen) 22,2 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV _= gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia=0.04,2” dia=0.16, 4” dia= 0.65, 6” dia=1.47
ield Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3 min) (6min) (9min) (12min) (15 min) (18 min) (21 min)
Temperature (°C) +/- 3% 23 12y (o
Spec. Cond (pmhos) +/- 3% g7 & 186
D.O. (mg/L) +/- 10%** S¢ 7 a4
pH +/- 0.1 Gy S s7
ORP (mV) +-10mV** 33p 3«6 38
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)

Check stability after three readings and every reading thereafter until achieved.
#*Oply one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons o

Sample Date: (5) /L) 2 Sample Time: / L(: _,_Z_;dj_ (military time)

Was metals sample filtered prior to preservation? YES N method: 0.45 um cartridge / other:
Color of water before filtration: = After filtration’

Reaction upon addition of presgrvatives? ~ YES }@ explain: —
Appearance of Water: (Clear/glightly Tu id/Turbid/Very Turbid)
Well condition: (2,1 008

Signature: x\ - \(\ Y — (Q Date: "}\{/ﬁ‘;/a\f




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP

KEI Project #: 2829¢-001/003

l Sample LD.. /0 £

Well Location:

Monitoring Well Data Sample Types (circle all applicable)
Well Material @EVC)SS/Teflon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Sphit=S mple \
Total depth of well (TD) (557 ft D “ (Duplicate 1D: / A \f)\) )
Depth to product ft S/MSD - -~
Depth to water (DTW) 4. 50 £
@onventional sampling> &0OR= Micropurge sampling
Height of water corumm Depth of pump placement
(H=TD-DTW) ft (place mid-screen) (557 ft
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia = 0.04, 2” dia =0.16, 4 dia = 0.65, 6” dia=1.47
ield Test(s) Stability Result Result Result Result  Result Result Result
Performed Range (3min) (6min) (9min) (12min) (15min) (I8 min) (21 min)
Temperature (°C) +/-3% (725 j12) 4722
Spec. Cond (umhos) +/- 3% Y 765 S
D.O. (mg/L) +-10%** Sy b
pH +-0.1 82 685 L9
ORP (mV) H-10mV* .2 6.7 Yt ¢
Turbidity (NTU) +/- 10%**
Fe*" (mg/L)

Check stability after three readings and every reading thereafter until achieved.

**QOnly one of these parameters must reach stability.

Observations:
Volume of water purged from well:
Sample Date: q by / oy

gallons
Sample Time:
YES

Was metals sample filtered prior to preservation?

Color of water before filtration:
Reaction upon addition of preservatives?
Appearance of Water: (Clear/Sligt v
Well condition: @g 1))

(¢ .%s (military time)
method: 0.45 pm cartridge / other:

—  After filtration: —
YES NQ  explaini___ —
rbid/Turbid/Very Turbid)

Date: Z?;/}* J /Z)g/




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP KEI Project #: 2829¢-001/003
[ Sample LD.: (/50O Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) [0S ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) /D2 ft Other
@onventional sampling> <=0OR> Micropurge sampling
Height of wafer coluImin Depth of pump placement
(H=TD - DTW) ft (place mid-screen) /5.5 ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mlL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia= 0.04, 2” dia = 0.16, 4” dia = 0.65, 67 dia=1.47
ield Test(s) Stability Result Result Result Result Result Result Result
Performed Range (3min) (6min). (Omin) (12min) (15min) (I8 min) (21 min)
Temperature (°C) 3% ok sid F53
Spec. Cond (umhos) +/- 3% 2 oY Se
D.O. (mg/L) - 10%** L7 b N
pH +/- 0.1 b7 475 Ga¥
ORP (mV) H-10mV** Y49 «97 yswo
Turbidity (NTU) +/- 10%%*
H,S (mg/L)
Fe* (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**QOnly one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons _

Sample Date: 4/ 27/ Y Sample Time: /> : 20 (military time)

Was metals sample filtered prior to preservation?  YES method: 0.45 pum cartridge / other:
Color of water before filtration: " After filtration: I

Reaction upon addition of preservatives? ~ YES @ explain: —

Appearance of Water: (Clear/Slightly Tutbid/Turbid/Very Turbid)
Well condition: G} ooy

Signature: x: \m /\Q _ Date: ‘5/“%/{95
WA

T



KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP

KEI Project #: 2829¢-001/003

[SampleID IS5 302 Q))

Well Location:

Monitoring Well Data
Well Material

(EVC)SS/Teflon)

Inside Diameter, in.

(12 6)

Stick up or stick down height

ft
Total depth of well (TD) Y85 ft
Depth to product ft
Depth to water (DTW) DAL AT f

Sample Types (circle all applicable)
Grah/Zomposite

Do) )

@onventional sampling>

Height of wafer columit

=0OR=>

Micropurge sampling

Depth of pump placement

Check stability after three readings and every reading thereafter until achieved.
**QOnly one of these parameters must reach stability.

Observations:
Volume of water purged from well:
Sample Date: R /%

Was metals sample filtered prior to preservation?
— " After filfration:

Color of water before filtration:
Reaction upon addition of preservati

gallons

Sample Time: 7% . 25 £S5 (military time)

YES

YES

" method: 0.45 um cartridge / other:

v m——
explain:

Appearance of Water: (Clear/Slightty Turb1 yTurbid/Very Turbid)

Well condition: (701D

| ;iglqamre: X\j \EA ‘ Date: ‘?/”% s

(H=TD-DTW) ft (place mid-screen) /(S5 f
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = ml/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia = 0.04, 2” dia=0.16, 4” dia = 0.65, 6” dia=1.47
ield Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (15 min) (18 min) (21 min)
Temperature (°C) +/-3% i1.07  {lob  p.o3
Spec. Cond (pmhos) +/-3% g1 S 577
D.O. (mg/L) +/- 10%** A a2l i
pH +/- 0.1 bl b5 .77
ORP (mV) H-10mV** 45 4§27  d&2
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP

KEI Project #: 2829e-001/003

[Sample ID.: Sz 353 (fg)

Well Location:

Monitoring Well Data Sample Types (circle all applicable)
Well Material (@SS/Teﬂon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 20 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) \dl, £2E€D f Other,
@onventional sampling> <=0OR=> Micropurge sampling
Height of water coturmit Depth of pump placement
(H=TD -DTW) ft (place mid-screen) e ft
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Wellvolume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = gal Was passive sampling used? Y /N
Purge method Flowrate = mlL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia = 0.04, 2” dia = 0.16, 4” dia = 0.65, 67 dia=1.47
seld Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (15min) (18min) (21 min)
Temperature (°C) +/- 3% /E(7  IEAE idl2 /&M
Spec. Cond (pmhos)  +/-3% 1453 1455 4SS 1955
D.O. (mg/L) +-10%**  S7 Sdb 4§74y
pH 0.1 485 b4l 56 &7
ORP (mV) +-10mV** WS 67 Yo @ Yfr
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe®" (mg/L)

Check stability after three readings and every reading
**QOnly one of these parameters must reach stability.

thereafter until achieved.

Observations:

Volume of water purged from well: gallons ‘

Sample Date: _{ / 2} 108 Sample Time: /__5:_ : @ (military time)

Was metals sample filtered prior to preservation? ~ YES method: 0.45 pum cartridge / other:
Color of water before filtration: After filtration: )

Reaction upon addition of pres YES

ervatives? 1@
Appearance of Water: (CIear/Sid/Turbid/V ery Turbid)

Well condition: @ 010

e ———

explain:

Date: 45/ Z}A ¢

e VO
U




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

" \cility Name: GP KEI Project #: 2829e-001/003
| sample LD.: TW -2 Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (@S S/Teflon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) / .9 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) 1248 ft Other
(Conventional sampling> ~0OR=> Micropurge sampling
Height of water coturmm Depth of pump placement
(H=TD -DTW) ft (place mid-screen) /3.9 ft
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mlL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia = 0.04, 2” dia = 0.16, 4” dia = 0.65, 6” dia = 1.47
.eld Test(s) ' Stability Result Result Result Result  Result Result Result
Performed Range (3min) (6min) (9 min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% 8 ngs  ngs  (14¢
Spec. Cond (pmhos) +/- 3% LSk S Lk L%
D.O. (mg/L) +-10%**  \Yp 12k [ % (L5
pH +-0.1 400 1dw  Hes 14
ORP (mV) +-10mV** -yl ~Y5E Y56 Y3
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe*" (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**Only one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons

Sample Date: 99 /241 0 5 Sample Time: : f{Q_ (military time)

Was metals sam;;le filtered prior to preservation? YES /N method: 0.45 pm cartridge / other:
Color of water before filtration: " After filtzation

Reaction upon addition of preservativesZ—..  YES _explain: —

Appearance of Water: (Clear/ Slight@ﬂ“urbid/v ery Turbid)

Well condition: (% gg@}

Signature: %ﬁ %(\\/,\ O Date: ‘?/Z‘{/Z/Y
Vo




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

wcility Name: GP

KEI Project #: 2829e-001/003

| sSample LD.: _—w/~/ Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) AR Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) n7¢ ft Other
(Conventional sampling) «=0R=> Micropurge sampling

Height of water coturm

Depth of pump placement

(H=TD -DTW) ft (place mid-screen) i.§S ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y/N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia = 0.04, 2” dia=0.16, 4” dia= 0.65, 6” dia = 1.47
.eld Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% GlLE 16585 K6sE 14.52 /G.¢5
Spec. Cond (umhos) +/- 3% 54 1LY 167¥  FH /253
D.O. (mg/L) +-10%** L2 bp 5T S¥ ST
pH +/-0.1 (doo (o8 MHop (4.0 e
ORP (mV) +-10mV** =54 -541L s5r -85Sy -§5.p
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe* (mg/L)

Check stability after three readings and every reading thereafter until achieved.

*#Qnly one of these parameters must reach stability.

Observations:
Volume of water purged from well: gallons P
Sample Date: § /24 | 0§ Sample Time: 7 23 (military time)

Was metals sami)le filtered prior to preservation?

Color of water before filtration:
YES

Reaction upon addition of preservatives? @
Appearance of Water: (Clear/ Sli@rbid/'furbid/\/ery Turbid)

Well condition: é} 9o

Yoo

Signature:

YES
_ =——  After filtration:

explain:

Date: ?g//z ‘/Eé a

vl

method: 0.45 um cartridge / other:




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

: 1cility Name: GP

KEI Project #: 2829e-001/003

| sample LD.: /(3 Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) /9.5  fi Duplicate (Duplicate ID:
Depth to product ft MS/MSD
Depth to water (DTW) HosT ft Other
(Conventional sampling> «=0OR=> Micropurge sampling
Height of water cotummn Depth of pump placement
(H=TD-DTW) ft (place mid-screen) (.5 ft
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = gal Was passive sampling used? Y/N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia=0.04, 2" dia=0.16, 4” dia=0.65, 6” dia = 1.47
eld Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (Omin) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% S (55 15353
Spec. Cond (umhos) +/- 3% Se?  Sbw 555
D.O. (mg/L) +-10%** D5 e 35
pH +/- 0.1 567 Bl S¢y
ORP (mV) +-10mV** ~Y.). -7 <43
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe** (mg/L)

Check stability after three readings and every reading
**Only one of these parameters must reach stability.

Observations:
Volume of water purged from well:
Sample Date: 4/ 24/ 0%
Was metals sample filtered prior to preservation?
Color of water before filtration:
Reaction upon addition of preservative
Appearance of Water: (Clear/Sli
Well condition: G000

gallons

2 YES

o

Sample Time:
YES
<« After filtration:

thereafter until achieved.

7 . 5D (military time)
{4 method: 0.45 um cartridge / other:

o

explain:

thid/Turbid/Very Turbid)

Signature: \ \ V/?\‘;/
U v

Date: Cgs/ Z ‘“,/!{47 §/




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

wcility Name: GP KEI Project #: 2829¢-001/003
| samplel.D.: |73 Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (@EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 267 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) (%35 ft Other
@onventional sampling> <0OR= Micropurge sampling

Height of water cotumn Depth of pump placement

(H=TD-DTW) ft (place mid-screen) (467D
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Wellvolume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min

(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia = 0.04, 2" dia=0.16, 4” dia = 0.65, 6” dia = 1.47

eld Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (15 min) (18 min) (21 min)
Temperature (°C) +/- 3% %95 .01 549
Spec. Cond (umhos) +/- 3% LIl LIl LI
D.O. (mg/L) +/- 10%** 1.4 {lo (49
pH +H-0.1  J052 0 1oy
ORP (mV) +-10mV** 35 »50 35
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe** (mg/L)

Check stability after three readings and every reading thereafter until achieved.
*#(Only one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons B

Sample Date: _Y / W0y Sample Time: /0 : /0 (military time)

Was metals sample filtered prior to preservation?  YES method: 0.45 pum cartridge / other:

Color of water before filtration: —__ After filtration:
Reaction upon addition of presewa . YES explain:
Appearance of Water: (Clear/Slight d/Turbid/Very Turbid)

Well condition: % oul) ‘

Signature: R{s\ﬂw\\mf\v@ " Date: 5?//;;4/;7 g/
SN s




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

cility Name: GP KEI Project #: 2829e-001/003
| sample LD.: /5S¢ Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) /,5‘ Lo ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) /235 ft Other
@onventional sampling> <=0OR=> Micropurge sampling
Height of water coturmm Depth of pump placement
(H=TD-DTW) ft (place mid-screen) s 6 ft
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mlL/min
(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia =0.04, 2” dia=0.16, 4” dia = 0.65, 6” dia = 1.47

eld Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% 29¢ (%3 (2x8 i7&
Spec. Cond (umhos) +/- 3% gs) 94 2% e
D.O. (mg/L) +/-10%** 7D i b0 &b
pH +/- 0.1 Mfog 4o 1 (.00
ORP (mV) +-10mV** =235 %d 26§  -300
Turbidity (NTU) +/- 10%**
H,S (mg/ L)
Fe* (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**Only one of these parameters must reach stability.

Observations:
Volume of water purged from well: gallons 3
Sample Date: ‘? /Z/‘E/ /| ok Sample Time: R 7[ 4 (military time)

Was metals sample filtered prior to preservation? ~ YES @‘ method: 0.45 um cartridge / other:
Color of water before filtration:___~———  After filtration: B
Reaction upon addition of preservatives? ~ YES N explain:
Appearance of Water: (Clear/Sligh@ id/Turbid/Very Turbid)
Well condition: & 91

eaamcomp——""

Signature: (%{ \%)f\‘f\ /Q """"" ” Date: 9{/;, ‘fz/{?y
j /

W




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

rcility Name: GP

KEI Project #: 2829e-001/003

| sample LD.: /57 Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (@S S/Teflon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) / 2 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) /433 ft Other
(Conventional sampling> &0OR=> Micropurge sampling

Height of wafer cofurmm Depth of pump placement 4

(H=TD - DTW) ft (place mid-screen) /576, ft
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min

(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia=0.04, 2” dia=0.16, 4” dia = 0.65, 6” dia=1.47

eld Test(s) Stability Result Result Result Result Result Result Result
Performed Range (3 min) (6 min) (9 min) (12min) (I5min) (18 min) (21 min
Temperature (°C) +/- 3% 27 {7 bl b0 :
Spec. Cond (pmhos) +/- 3% 7237 74 7%b 727
D.O. (mg/L) +H-10%** Ly (57 L/ | Sk
pH +/-0.1 00 1488 el [ et
ORP (mV) +-10mV** 574 kfd &G4 k€T
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe** (mg/L)

Check stability after three readings and every reading
*%*Only one of these parameters must reach stability.

Observations:
Volume of water purged from well: gallons
Sample Date: (M of Sample Time:

Was metals samﬁle filtered prior to preservation?
Color of water before filtration:

Reaction upon addition of preservatives? ~ YES

Appearance of Water: (Clear/ @ﬂy Turbid/Turbid/Very Turbid)

Well condition:¢Z.95 ()

YES
e After filtration:

thereafter until achieved.

/. /f (military time)
{ method: 0.45 pm cartridge / other:

L S

explain:___—"

;ignature: X\ \“V /\Q )
U/

Date: 4:/ /{3 4 /g(




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

wcility Name: GP

KEI Project #: 2829e-001/003

| sampleLD.:. /57 Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (124 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) (2.6 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) [2 45 ft Other
(Conventional sampling> <0OR=> Micropurge sampling
Height of water colummn Depth of pump placement o
(H=TD - DTW) ft (place mid-screen) (v L ft
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #
*Conversion values (gal/ft): 17 dia = 0.04,2” dia = 0.16, 4” dia = 0.65, 6” dia = 1.47
eld Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (I5Smin) (18min) (21 min)
Temperature (°C) +/- 3% SIY 154y (53
Spec. Cond (umhos) +/- 3% L lloS lols?
D.O. (mg/L) +-10%** 4§ 9% (77
pH +/- 0.1 14:00 4D 1t
ORP (mV) +-10mV** ~£%3 glo -85
Turbidity (NTU) +/- 10%**
Fe* (mg/L)

Check stability after three readings and every reading thereafter until achieved.
#*Only one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons

Sample Date: ] /¢ / 0K Sample Time: /7 : _Zé)_ (military time)

Was metals sample filtered prior to preservation?  YES method: 0.45 um cartridge / other:
Color of water before filtration:____—" After filtration:

2. YES

Reaction upon addition of preservatiygs I@
Appearance of Water: (Clear/Slightly Turbld/Turbid/Very Turbid)

Well condition: ngvo ™

explain:

Date: "{ 24 /45)7 s

et



KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

i cility Name: GP KEI Project #: 2829e-001/003
| sample LD.:. /¢ Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (EVC)SS/Teflon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) 25 ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) /G0l f Other
@onventional sampling> <0R= Micropurge sampling
Height of water cotumm Depth of pump placement
(H=TD - DTW) ft (place mid-screen) 22
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min
(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia=0.04, 2” dia=0.16, 4” dia = 0.65, 6” dia = 1.47

eld Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9 min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% b by oy
Spec. Cond (umhos) +/- 3% ¢G5 59y g9l
D.O. (mg/L) +/- 10%%* 69 k% 11§
pH +-0.1 Mol idoo (oo
ORP (mV) +-10mV*E* 4,0 (ol -9
Turbidity (NTU) +/- 10%**
H,S (mg/L)
Fe?” (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**Only one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons o

Sample Date: 9 24 DY Sample Time: /.2 : /¢ (military time)

Was metals samf)le filtered prior to preservation?  YES method: 0.45 pm cartridge / other:
Color of water before filtration: ~—— _ After filtratior —

Reaction upon addition of preservatives?  YES explain:

Appearance of Water: (Clear/ lightly Turbid/Turbid/Very Turbid)
Well condition: &566

- : '
Signature: \ - \'\/\/\@/ Date: Z;}‘;//l- L/ gr
Ul




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

'cility Name: GP KEI Project #: 2829e-001/003
| sample LD.: /462 Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material EVC)SS/Teflon)
Inside Diameter, in. (122 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) ft Other
(Conventional sampling> &0R=> Micropurge sampling

Height of water corurmT Depth of pump placement ’

(H=TD-DTW) ft (place mid-screen) ft
Conversion value (CV)*  x Bubbles purged from flow cell? Y /N
1 Well volume=HxCV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min

(B = bailer, P = pump) B/P ID number from controller console #

*Conversion values (gal/ft): 17 dia=0.04,2” dia = 0.16, 4” dia = 0.65, 6” dia= 1.47

eld Test(s) Stability Result Result Result Result  Result  Result Result
Performed Range (3min) (6min) (9 min) (12min) (15min) (18 min) (21 min)
Temperature (°C) 3% 20y ko Y
Spec. Cond (umhos) +/- 3% I5LD 1522 (320
D.O. (mg/L) +H-10%**  Yhe Y35 35
pH +/- 0.1 (Loo  fov e
ORP (mV) H-10mV** ~(d. L 50 S
Turbidity (NTU) +/- 10%%%*
H,S (mg/L)
Fe?" (mg/L)

Check stability after three readings and every reading thereafter until achieved.
**QOnly one of these parameters must reach stability.

Observations:

Volume of water purged from well: gallons

Sample Date: 5 1LY ) 08 Sample Time: L}__ . 00 (military time)

Was metals sample filtered prior to preservation? YES NO  method: 0.45 pm cartridge / other:
Color of water before filtration: After filtration:

Reaction upon addition of preservatives? S—NO  explain:

Appearance of Water: (Clear/Slightly Turbiq

Mery Turbid)
Well condition: 5% 000y

w;ignature: (ﬁ \K\/\/@ Date: g/“' ‘Z/‘;‘f
oy




KERAMIDA ENVIRONMENTAL, INC.
GROUNDWATER SAMPLE INFORMATION SHEET

wcility Name: GP KEI Project #: 2829e-001/003
| sample 1LD.: 78 /4/ Well Location:
Monitoring Well Data Sample Types (circle all applicable)
Well Material (@SS/Teﬂon)
Inside Diameter, in. (102 6) omposite
Stick up or stick down height ft Split Sample
Total depth of well (TD) ft Duplicate (Duplicate ID: )
Depth to product ft MS/MSD
Depth to water (DTW) ft Other
@onventional sampling> <OR=> Micropurge sampling

Height of wafer cotumm Depth of pump placement

(H=TD -DTW) ft (place mid-screen) ft
Conversion value (CV)* X Bubbles purged from flow cell? Y /N
1 Well volume=Hx CV = gal Is drawdown >0.3 feet Y /N
3 Well volumes = = gal Was passive sampling used? Y /N
Purge method Flowrate = mL/min

(B = bailer, P = pump) B/P ID number from controller console  #

*Conversion values (gal/ft): 17 dia = 0.04, 2” dia=0.16, 4" dia = 0.65, 6” dia = 1.47

eld Test(s) Stability Result Result Result Result Result  Result Result
Performed Range (3min) (6min) (9min) (12min) (15min) (18 min) (21 min)
Temperature (°C) +/- 3% 94, 16.45 55T
Spec. Cond (pmhos) +/- 3% L0810 20
D.O. (mg/L) +-10%%*  j3F  Lfo LB
pH +/- 0.1 1400  Itos  (fap
ORP (mV) +-10mV** -§2 -t/ 5D
Turbidity NTU) +/- 10%%*
H,S (mg/L)
Fe?" (mg/L)
Check stability after three readings and every reading thereafter until achieved.
**QOnly one of these parameters must reach stability.
Observations:
Volume of water purged from well: gallons .
Sample Date: 4 / W /04 Sample Time: % : é’ﬁ (military time)
Was metals sample filtered prior to preservation? YES . method: 0.45 um cartridge / other:

Color of water before filtration: " A fter filtration:

Reaction upon addition of preservatives? N I@ explaini____ e
Appearance of Water: (Clear/Slightly Turbid/Turbid/Very Turbid)

Well condition: & 20




